DOOR CLOSER
INSTALLATION INSTRUCTION

HTS - 8504

APPLICABLE
DOOR WEIGHT TO 85 KG
DOOR BROAD TO MAX. 1100 mm

Die kompetente Verbindung ‘ h

PULL SIDE

INSIDE OF THE DOOR INSIDE OF THE DOOR

LEFT HAND DOOR
PUSH SIDE

REGULATING DOOR SWEEF AND LATCHING SPEED
TURN SPEED REGULATING

WVALVE CLOCKWISE TO SLOW

DOWN OR COUNTER CLOCKWISE TO SPEED UF DOOR
MOVEMENT,

@

THIS VALVE CONTROLS DOOR
LATEHNG SPEED,

THE \ALVE CONTROLS D00A
SWEER SPEETI,

RIGHT HAND DOOR @
POSITION OF ARMS

LEFT HAND DOOR
IR : lL'I\:

LODH HUT.

V_—I RIGHT HAND DOOR
d
v

Lok HUT

FOREAM FOREAM

S
POSMION OF ARM WHEN ASSEMBLIED TO SPINDLE POSITION OF ARM WHEN ASSEMBLIED TO SPINOLE

CLOSING SPEED CONTROL

LATCH ﬁ

STANDARD CLOSING CYCLE

SWEEP

PLEASE READ THIS INSTRUCTION CAREFULLY BEFORE INSTALLATION,
WE WON'T BE RESPONSIBLE FOR ANY RESULTS WHICH ARE CAUSED

BY IMPROPER INSTALLATION.
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INSTALLATION STEPS:

1. SELECT DOOR OPENING ANGLE USING DIMENSIONS
AS SHOWN. MARK 4 HOLES ON DOOR FOR CLOSER

% AND 2 HOLES ON FRAME FACE FOR ARM SHOE.
2. INSTALL CLOSER WITH SPEED REGULATING VALVES

| -
OPENING DA
TO 120 105 men
TO 180 157 men

RIGHT HAND DOOR ILLUSTRATED
SAME DIMENSIONS APPLY TO LEFT HAND DOOR.
MEASURED FROM HINGE CENTER,

DIMENSIONS ARE IN INCHES [MM)
NOT TO SCALE

TOWARDS HINGE.

3. INSTALL MAIN ARM ONTO CLOSER PINION SHAFT.

4. MOUNT FOREARM WITH ARM SHOE TO FRAME FACE.

5. ADJUST LENGTH OF FOREARM TO BE
PERPENDICULAR (AT A 90 ANGLE| TO THE DOOR,
WHEN CONNECTED TO THE MAIN ARM.

6.5NAP PINION CAP ONTO PINION SHAFT BY HAND.

7. ADJUST CLOSER SPEED.
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INSTALLATION STEPS!

1. SELECT DOOR OPENING ANGLE USING DIMENSIONS
AS SHOWN, MARK 4 HOLES ON FRAME FACE FOR
CLOSER AND 2 HOLES ON DOOR FOR ARM SHOE.

2. INSTALL CLOSER WITH SPEED REGULATING VALVES
TOWARDS HINGE.

3. INSTALL MAIN ARM ONTO CLOSER PINION SHAFT.

4. MOUNT FOREARM WITH ARM SHOE TO DOOR.

5, ADJUST LENGTH OF FOREARM TO BE
PERPENDICULAR (AT A 90 ANGLE) TO THE DOOR,
'WHEN CONNECTED TO THE MAIN ARM.

6. SNAP PINION CAP ONTO PINION SHAFT BY HAND.

7. ADJUST CLOSER SPEED.



TurschlieRer

Montageanleitung

HTS - 8504

Fir Tlrgewicht bis 85 kg =
Tarfligelbreite bis max. 1100 mm

Die kompetente Verbindung ‘ h ‘
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Montageanwendung:

1 w&m der Tir DIN-Mmg links oder rechts wie abgebildet
gderd B v wvom Til fier am Tirfiigel.

g der2 ', P vom Amfull am Tiimahmen,
$2 Befestigung des T Bers an dem Turfliigel,

Eriifirung

DIMA

120

105 men

v 180

157 mm

Beisgist linke Tir

Mate beziehen sich auf Linksir.

Gamassan van Bandmise
Aomessungen in mm
nicht masssiatsgaracht

derTulsmmr muss 50 ausgernichtet sein, dass die
leinsted) zur Tirbandseite zeigen.

3, Befestigung des Amms an der Ritzelwelle,

4, Befestigung des Unterarms mit Amful am Timahmen,
5. Lange am Unterarm anpassen, bis das er

waagerecht (im 90 * Winkel) zur Tir steht,

dann die Arme verbinden,
6, Abdeckkappe auf die Ritzelwelle clipsen,

7. Einstellen und Anpassen der Schiiege schwindigkeit und des
Tirendanschlages.

Anwendung Kopfmontage (Bandgegenseite)

Male bezishen sich auf Rechisslic.
Gamessan von Bandmitte.
Anmessungen in mm

richt masssiabsgaracht.
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Montageanwendung:
1. Auswéihlen der Tiir DIN-Richtung links oder rechis wie mgahidat.
I| jerung der 4 Baiasiigungspunkie vom Ti { Pfosten,
——————— o Marki der 2 Bef L vomMniJBamTi.‘liJgel.
Ll 2, Befestigung des Tirschlielers an dem Tiirfiigel,
et oMA Il der Tirschlleller muss 5o ausgerichietsein,dass die
= 120 108 mm |l zur Tiirbandseite zeigen.
180 157 men
3. Befestigung des Ams an der Ritzelwelle.
Balspial: mchie Tir

4, Befestigung des Unteramms mit Armfull am Tirfliigel.
5. Lange am Unterarm anpassen, bis das er
waagerecht (im 90 * Winkel) zur Tiir steht,
dann die Ame verbinden,

6., Abdeckkappe auf die Ritzelwele clipsen,

7. Einstellen und A der Schiiefig indigkeit und des
Tirendanschiages.



